—

.“\e\"ﬂlt P'am in T%.

“ovisIoN TYPICAL PIPE ENCASEMENT DETAIL

SCALE: N.T.S.

SPACERS MAX. 1 FOOT CARRIER PIPE
FROM EACH SIDE OF
CARRIER PIPE JOINT 6
BETWEEN ,
SPACERS 1

]

ik R
6 ______ IH‘@ [ im1 R i1
P 2

©

CASING END SEAL, PSI STEEL CASING PIPE PSI MODEL A12G-2 OR
MODEL C OR APPROVED COATED WITH COAL APPROVED EQUIVALENT
EQUIVALENT TAR EPOXY

NOTE:

PSI (PIPELINE SEAL AND INSULATOR, INC.)
SPECIFICATION NO. C—800—-55.

STANDARD SPACER POSITION

SCALE: N.T.S.

CARRIER PIPE

MINIMUM 1"
CLEARANCE

RISER, TYP.

FIBERGLASS REINFORCED
POLYESTER RUNNER, TYP.

SECTION C-C

SCALE: N.T.S.

12" WIDE CASING SPACER,

END SEAL
(SECTION)

DRAWN BY: jHarris
DATE: Feb. 10, 2009

SCALE: N. T. S. /

FILE: US 5


AutoCAD SHX Text
%%UTYPICAL PIPE ENCASEMENT DETAIL

AutoCAD SHX Text
MODEL C OR APPROVED 

AutoCAD SHX Text
CASING END SEAL, PSI

AutoCAD SHX Text
EQUIVALENT

AutoCAD SHX Text
SPACERS MAX. 1 FOOT FROM EACH SIDE OF CARRIER PIPE JOINT

AutoCAD SHX Text
STEEL CASING PIPE COATED WITH COAL TAR EPOXY

AutoCAD SHX Text
CARRIER PIPE

AutoCAD SHX Text
SCALE: N.T.S.

AutoCAD SHX Text
BETWEEN 

AutoCAD SHX Text
SPACERS

AutoCAD SHX Text
PSI MODEL A12G-2  OR

AutoCAD SHX Text
12" WIDE CASING SPACER,

AutoCAD SHX Text
APPROVED EQUIVALENT

AutoCAD SHX Text
SPECIFICATION NO. C-800-55.

AutoCAD SHX Text
PSI (PIPELINE SEAL AND INSULATOR, INC.)

AutoCAD SHX Text
%%UNOTE:

AutoCAD SHX Text
END SEAL

AutoCAD SHX Text
(SECTION)

AutoCAD SHX Text
CARRIER PIPE

AutoCAD SHX Text
CASING PIPE

AutoCAD SHX Text
SPACER

AutoCAD SHX Text
POLYESTER RUNNER, TYP.

AutoCAD SHX Text
FIBERGLASS REINFORCED

AutoCAD SHX Text
RISER, TYP.

AutoCAD SHX Text
%%USECTION C-C

AutoCAD SHX Text
MINIMUM 1" 

AutoCAD SHX Text
CLEARANCE

AutoCAD SHX Text
SCALE: N.T.S.

AutoCAD SHX Text
%%USTANDARD SPACER POSITION

AutoCAD SHX Text
SCALE: N.T.S.

AutoCAD SHX Text
SCALE: N. T. S.

AutoCAD SHX Text
DATE: Feb. 10, 2009

AutoCAD SHX Text
DRAWN BY: jHarris

AutoCAD SHX Text
FILE: US 5


	Sheets and Views
	US 5 - Pipe Encasement Details w-s-8x11


